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Application Diagram

XGS-4528F
24-port GbE L3 Switch 
with 10GbE Uplink

GS1910-24/48
24/48-port GbE
Smart Managed Switch

GS1910-24HP/48HP
24/48-port GbE
Smart Managed
PoE+ Switch
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XGS1910-24/48
24/48-port GbE
Smart Managed Switch 
with 10GbE Uplink
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Features

Standard Compliance

Traffic Management and QoS

Class of Service (CoS)

Resilience and Availability

Security

 RADIUS

Layer 2 Multicast

IPv6

Physical Stacking (XGS1910 Series)

Discovery

Network Management

 monitoring and analysis

MIB Information

 discovery MIB

Certifications



ZyXEL N     HP

Product XGS1910-24 XGS1910-48 48

10/100/1000 Mbps Ports 20 44 48

No models No models No models

Dual Personality Port 4 4 N
10G Uplink Port/Stacking Port 

(SFP+)(1G/10G)
2 4 4

VLAN Number

(Static/Dynamic)

port, MAC,
protocol-based

port, MAC,
protocol-based port-based only

Spanning Tree 1d, 1w, 1s 1d, 1w, 1s 1d, 1w, 1s
802.3ad LACP Y Y Y
IGMP Snooping (v1, v2, v3) v1, v2, v3 v1, v2, v3 v1, v2
Storm Control Y Y Y
Jumbo Frame Y Y Y
802.1p # of Queues 8 8 4
Guest VLAN Y Y N

ACL
MAC, IP, VLAN ID,

802.1p, TCP/UDP port
MAC, IP, VLAN ID,

802.1p, TCP/UDP port MAC, IP, TCP/UDP

IP Source Guard Y Y N
IPv6 Management Y Y N
IPv6 MLD Snooping (v1, v2) Y Y N
IEEE 802.3az Y Y N
Stack Devices 8 8 6
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Specifications

Competitive Summary

24-port GbE 
Smart Managed 

Switch with 
10GbE Uplink

48-port GbE 
Smart Managed 

Switch with 
10GbE Uplink

24-port GbE 
Smart Managed 

Switch

24-port GbE 
Smart Managed 

PoE+ Switch

48-port GbE 
Smart Managed 

Switch

48-port GbE 
Smart Managed 

PoE+ Switch

Model  XGS1910-24 XGS1910-48 GS1910-24  GS1910-24HP GS1910-48 GS1910-48HP

  

Product Name

Port Density

10/100/1000BASE-T, fixed 20 44 20  - 48 -

10/100/1000BASE-T, PoE, fixed - - -  20 - 48

Open SFP (GbE)  - - -  - 4 4

Dual-personality GbE ports 4 4 4  4 - -

10GbE Port  2 4 -  - - - 

Performance

Switch Capacity (Gbps) 

Switch Forwarding Rate (Mpps) 

Packet Buffer (Bytes)

MAC Address  

Power Requirement

Input Voltage of AC
  

Maximum Power Consumption (Watt) 

PoE Power Budget (Watt) 

Physical Specifications

 
Dimensions

 

Item
 

(WxDxH)(mm/in.)
 

 Weight (kg/lb.) 

 
Dimensions

 

Packing
 

(WxDxH)(mm/in.)
 

 

 Weight (kg/lb.) 

Environmental Specifications

Operating Temperature 0° °C/32°F to 122°F

Environment Humidity 

Storage 
Temperature -40° °C/-40° °F

Environment

Other Specifications

MTBF (hrs)  > 100000

Heat Dissipation (BTU/hr) 　 　

www.zyxel.kr


